TRAFFIC SIGNAL [ EGEND

PROPOSED EXISTING PROPOSED EXISTING
CONTROLLER
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CONSTRUCTION NOTES:

[ RACEWAY FOR MAGNETIC DETECTOR, —
RAILRDAD CONTROL CABINET i TYPE T OR TYPE I
\ VEHICLE DETECTOR, NON COMPENSATED [
. . , —P i
SERVICE INSTALLATION, (P) POLE CR = MAGNETIC TYPE
{7 i CONTRO AND U ) G TYP FOL § , } (G) GROUND MOUNTED e
y ) TLLIMINATED SIGN, FIBER OPTIC
(2) REMOVE EXISTING SIGNAL HEAD(S) AND REPLACE WITH NEW L.E.D. SIGNAL HEAD(S). ﬂ SIGNAL HEAD WITH BACKPLATE = “NO LEFT TURN
REUSE EXISTING ELECTRICAL CABLE. : SIGNAL HEAD, PEDESTRIAN 0 ILLUMINATZD SIGN, FIBER OPTIC
(3) RELOCATE EXISTING EMERGENCY VEHICLE PRIORITY SYSTEM, PHASING UNIT, TO NEW SIGNAL POST
= CABINET. RELOCATION COST WILL BE INCLUDED IN COST OF NEW CONTROLLER.

“NO RIGHT TURN”
MAST ARM ASSEMBLY AND POLE, STEEL e TELEPHONE CONNECTTON
MAST ARM ASSEMBLY AND PCLE, ALUMINIUM

O PEDESTRIAN PUSHBUTTON DETECTOR
COMMON  TRENCH
DETECTOR LOOP, TYPE I
UNIT DUCT
HANDHOLE
RESTORATION OF WORK ARFA. RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE
INCIDENTAL TO THE RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH

PREFORMED DETECTOR LOOP

| i Vo 1 HEAVY DUTY HANDHOLE
AND BACKFILL, ETC., AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES [ DOUBLE HANDHOLE
SUCH AS SHOULDERS, MEDIAN, SIDEWALKS, PAVEMENT, ETC. SHALL BE REPLACED IN KIND. ALL H

DAMAGE TO MOWED LAWNS SHALL BE REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO
UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
SPECIFICATIONS 252 AND 250 RESPECTIVELY.

VIDEO DETECIOR
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NOTE:

THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
FOR THIS PROJECT SHALL BE “ECCNOLITE” TO
MATCH THE EXISTING ADJACENT SYSTEM.
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